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ROCWARE RCO08 - All-in-one 1080p Webcam with Speaker and Mic

RCO08 is a smart webcam, 1080P HD camera, ToF Autofocus, 90° Ultra-Wide-

Angle, 360° Rotating Stand, Loseless Portrait Mode. Built-in a speaker and mic

that sound quality of them are even better than a laptop's built-in speakers. $8 5
https://www.rocware.com/collections/conference-camera-speaker-and-
mic/products/mini-video-soundbar-rc08 wi/gst
https://www.rocware.com/pages/rc08?srsltid=AfmBOop7vQY5h-XW-
cE7AV5CR8YJT6A6yDHhNohH4|D|B_AsIK105R0O1
https://www.youtube.com/watch?v=HrOAFbA9k28

ROCWARE RC16 4K USB Al Webcam with 110°FoV, 8X Digital Zoom,
Humanoid Tracking and Auto Framing

RC16 is equipped with a new generation of UHD CMOS image sensor, with
more accurate native resolution and richer color information. With a 110°ultra-
large viewing angle and low-distortion 4K lens, the panoramic field of view is
unobstructed. Support Auto framing and Al tracking.
https://www.rocware.com/collections/conference-camera-speaker-and-
mic/products/rocware-rc16-4k-usb-ai-webcam-with-110-fov-8x-digital-zoom-

and-auto-tracking
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4k UHD

Dual Mics 110° Ultra Remote wi/gst
Digital Zoom  Tracking Wide Angle control
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ROCWARE RC18 4K USB Camera with Al Tracking, Speaki ng Tracking
and Auto Framing
4K UHD lens, viewing angle reaches 84 °, small lens with large field of view,

support EPTZ, panoramic view. Built-in microphone array, omnidirectional $2 79
pickup, pickup distance up to 6 meters, with unique noise suppression
algorithm. Auto framing function brings high quality image. It is widely used in w/gst

speaker speeches, video conferences, personnel training courses and other
application scenarios.
https://www.rocware.com/products/rocware-rc17-4k-usb-camera
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Adaptable for Various Meeting Spaces
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4K All-in-One USB Video Bar

Enhancing Business and Team Collaboration with
Seamless 4K Conferencing

AK UHD 121" Wide Fa 5X Oprical




ROCWARE"

Huddle Room Solutions
2~8 People | 15~30n7

This solution consists of a 4K UHD Videobar, a video conferencing
host pc, and a meeting room controller tablet.
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(Optional)

Extend Microphone

HDMI
Audio
USB
NET

360° Omnidirectional Pickup
Single Unit 3m Pickup
BS Microsoft ZOOM

H.lﬂg Maximum Support 3 PoE Cascade

4K All-in-one USB Video Bar

Integration Design
4K UHD

Beamforming Microphone

Rooms Controller

10.1" IPS Touch Screen
Pre-installed Room Controller

Support PoE Power Suply

ROCWARE RC10 4K UHD USB Video Bar with Auto -Framing & Voice
Tracking

The RC10 Video Bar is built for huddle and small meeting rooms, offering 4K
UHD video with an 8.51MP sensor and backward Compactibility for
1080p/720p. It features Al-powered voice tracking and auto framing to keep
participants in focus. Advanced 3A algorithms ensure clear, full-duplex audio,
with echo cancellation and noise suppression for uninterrupted calls. Compact
and easy to install, the RC10 supports Zoom, Teams, and other platforms,
making it ideal for small teams and professional collaborations. The built-in
beamforming microphone detects the speaker’s sound source and adjusts for
accurate audio capture within a 6-meter range.
https://www.rocware.com/products/video-conference-4k-ai-videobar
https://www.rocware.com/pages/rc10
https://www.youtube.com/watch?v=779xKhcmeDA
https://www.youtube.com/watch?v=VXK4owj1gyo

World's first video bar
with PTZ camera

Add up to x3 RM702 extension mic (Add BM20 module to cascade up x6

RM702 extension mic with 6x3m mic area) coverage to RC10, RB10, RB20
video bar range
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ROCWARE’
Wireless BYOM Solution

BYOM solution includes the following components:

All-in-one USB Camera
(with built-in WiFi audio-video transmission module)

Wireless Presentation Adapter
(for fransmitting and receiving audio-video signals from laptops)

*Requires a laptop with USB 3.0 Type-C (DP) capability

Small to Medium Meeting Rooms Medium to Large Meeting Rooms
RB20 BY40
RB10 BY40
4K USB All-in-one 4K Wireless 4K Duallens All-in-one 4K Wireless
VideoBar Presentation Adapter VideoBar Presentation Adapter

ROCWARE Video bar & BYOD kit RB10 + BY40

The RB10 is a USB video bar built for small to medium enterprise meeting
rooms. It features a 4K UHD camera, digital microphone, and full-range
speaker. With 20-megapixel resolution, it delivers sharp panoramic views and

close-ups of participants. Al-powered video processing also helps make remote
communication and collaboration easy and efficient. PTZ Mechanical pan/tilt
(MPTZ) + EPTZ. Wide-Angle Clarity with 120° FoV. The built-in beamforming
microphone detects the speaker’s sound source and adjusts for accurate audio
capture within a 6-meter range.
https://www.rocware.com/products/rb10-usb-smart-conferencing-videobar




Add up to x3 RM702 extension mic (Add BM20 module to cascade up x6
RM702 extension mic with 6x3m mic area) coverage to RC10, RB10, RB20
video bar range

- Dual-Lens
- 6 beam-forming mics
- 2 full-range speakers




ROCWARE"

Medium Meeting Room Solutions
8~15 People | 30~60m’

We deliver professional-quality audio and video experience for —

medium-sized group discussions.
Dual Eye All-in-one Video Bar Video Conferencing PC

ll Microsoft ZOOM ._‘,./ B Close-up Lens: 12x Optical Zoom Ghmpacisia
.-/ Built-in Speakers and Microphone Multi-screen Display

Vioce pickup range 8m Pre-installed Rooms
\ Al Features
‘ |
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Extended Microphone Rooms Controller
HDMI 360° Omnidirectional Pickup 10.1" IPS Touch Screen
Aiidio Single Unit 3m Pickup Pre-installed Room Controller
. Maximum Support 3 PoE Cascade Support PoE Power Supply
Support Wireless BYOM uss

ROCWARE PTZ Video bar & BYOD kit RB20 + BY40

RB20 Dual-lens 4K All-in-One USB Video Bar

The RB20 is designed for medium to large meeting spaces, combining dual-
lens and audio-video features. It offers a 4K UHD panoramic and close-up
camera system, delivering sharp and clear visuals. The digital microphone
and full-range speaker ensure high-quality sound for seamless
communication. With built-in Al, the camera framing adjusts automatically
based on meeting activity, eliminating the need for manual adjustments. This
makes meetings more efficient and keeps the focus on collaboration.

The RB20’s panoramic lens offers a wide 117° field of view, ideal for
capturing the entire room. The close-up lens has a 70° field of view and 12x
optical zoom, perfect for focusing on specific participants. Its +140° PTZ
functionality ensures smooth tracking and detailed coverage, solving issues
like limited visibility and missed meeting moments. The built-in beamforming
microphone detects the speaker’s sound source and adjusts for accurate
audio capture within a 6-meter range.
https://www.rocware.com/products/rb20-dual-lens-4k-all-in-one-usb-video-bar
Add up to x3 RM702 extension mic (Add BM20 module to cascade up x6

> RM702 extension mic with 6x3m mic area) coverage to RC10, RB10, RB20
&3 S @b video bar range
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ROCWARE RC360 PRO desktop 360° panoramic camera
RC360 PRO desktop 360° panoramic camera for a complete audio-visual
solution. With its Al-powered Smart Director, the system automatically switches
between the front view and multi-angle participant shots. This provides a
dynamic, realistic communication experience, ensuring the best perspective at
all times.

Al split screen function

Smart Gallery feature uses Al to detect faces and body figures, automatically
adjusting the layout based on the number of participants. It captures clear
close-ups of each person, arranging them evenly for optimal visibility. When
someone speaks, their close-up image flashes with a color change, drawing
attention and enhancing communication.
https://www.youtube.com/watch?v=axX6DLagG-qw




RC841U

4K Video Conferencing PTZ Camera

For Large Room(12-25 Participants)

ROCWARE"’

Medium Meeting Room Solutions
8~15 People | 30~60m’

We deliver professional-quality audio and video experience for
medium-sized group discussions.

4K PTZ Camera Video Conferencing PC

12x Optical Zoom Compact Size

16x Digital Zeom
Horizontal rotation: £170° Pre-installed Rooms

RC841U RP1S

Multi-screen Display

el

} _..-
\,' ll\ ) HDMI

Speakerphone Rooms Controller
Pickup + Speaker All In One 10.1" IPS Touch Screen
Audio Al Audio Processing Algerithm Pre-installed Room Controller
=. Microsoft zoom USB Standard USB Interface Support PoE Power Supply

NET




Pan range:
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- 12V power cable
- PoE

ROCWARE RC821U Zoom Certified 1080P 60FPS PTZ Camer a

RC821U adopts a new generation of Panasonic 1/2.8-inch high-quality HD

CMOS sensor with 2.07 million effective pixels, which can output high-quality

images with a maximum resolution of 1920x1080. It delivers brilliant colors and

detailed video in 1080P at 60fps, even in low-light environments that are too $1 100
dark or too bright. It supports 12x optical zoom combined with PTZ function, !
which can present a 72.5° ~ 6.9° field of view to capture crystal-clear images.
Widely used in live events, webcasting, video conferencing, online and distance
teaching and other application scenarios.
https://www.rocware.com/products/rc821u-ptz-camera

w/gst

ROCWARE RC841U Zoom Certified 4K PTZ Camera with Au  to Framing,

Humanoid Tracking

Rocware RC841U 4K UHD Video PTZ Camera has Sony's 1/2.5 inch CMOS

sensor with 4K quality at an impressive 30 fps. The horizontal angle is

comfortable at 80.8° and has a 12X lossless optical zoom. $1 900
Supports Al humanoid tracking and auto-framing so that you can choose to !
focus on individual or all team members. Everyone has a chance to be on the
central stage.

With RM702 USB Cascade Microphones and S22 HiFi Speakers, we
recommend you use it for a 60-100 M conference room.

w/gst

1.{ 2.8inch

CMOS
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VX90 ~VHD high-end

Broadca_st Camera

ROCWARE VHD VX90

4K 60FPS, 20MP effective pixel, 20x optical zoom
Larger Sensor

EIS, Anti-Shake

Genlock

Free-D

ND filter

Black and white mode

Multi-tracking Modes,

Timecode

HDMI+USB+12G-SDI+LAN+3G-SDI images output simultaneously

Compatible with NDI®|HX2, Dante AV-H, SRT, TCP/IPHTTP(S), RTSP,

RTMP(S)
https://vhd.com.cn/show-62-754.html

HDMI  12G-SDI 3G-SDI
M
LAN

AUDIO

©©]
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Al Conference Microphone with speaker [A10]

SUPERIOR SOUND
IN TO

HUDDLE ROOMS

Al Audio Algorithm | USB Plug-and-play | Pickup Range | Suppress Noise

ROCWARE A10W

2.4GHz full-duplex wireless audio transmission technology, 1x Speakerphone+2x

Extended Microphones, 4+2 MEMS Microphone Array, Built-in 3A and Reverb

. Suppression Al Algorithm, 360° Omnidirectional Pickup, 10m Pickup Range,

Sensitivity: -36 dBFS, 2-Way Loudspeaker Output Power: 15W, Maximum SPL:

96dB @1m, Touch Tutton Control and Ring Light belt DC Power Supply, USB 2.0

‘ ,’ Type-C audio interface, with USB dongle for wireless receiver
https://www.rocware.com/collections/ceiling-microphone/products/al0-smart-

conference-speakerphone

https://www.youtube.com/watch?v=95VHaxyRArY

ROCWARE"

Medium Meeting Room Solutions
8~15 People | 30~60m’
We deliver professional-quality audio and video experience for —

medium-sized group discussions.
4K PTZ Camera Video Conferencing PC

Compact Size
Multi-screen Display

12x Optical Zoom
16x Digital Zeom
Horizontal rotation: £170° Pre-installed Rooms

RC841U RP1S

=T

\« HDMI ..

Speakerphone Rooms Controller
Pickup + Speaker All In One 10.1" IPS Touch Screen
Audio Al Audio Processing Algerithm Pre-installed Room Controller
=. Microsoft zoom USB Standard USB Interface Support PoE Power Supply

NET



Model Senario Type Color pick distance MNO.of cascading
RM702A online meeting Desktype Black 6m 6 (by POE)
RM702C online meeting Ceiling type White 6m 6 (by POE)
RM710T online meeting Ceiling type White 6m 8 (by POE)
RM70 online meeting Ceiling type White 8m /

RMS0 offline meeting Ceiling type White 3m(Cardioid pickup) /

PoE CASCADING PICKUP
Each individual microphone has an effective pickup distance of 3 meters, and up to 6 microphones can be cascaded using Power over
Ethernet (PoE), enabling distributed audio pickup and uniform coverage in medium to large conference rooms.

Cascading Orinﬁlal_'_ﬁ" L ctional
Digital Array Microphone

Elevate Every Meeting with Crystal-Clear Sound

Audio Algorithms
With Al
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ROCWARE RM702 Al-Enhanced Conference Array Microphone

Rocware RM702 Cascade Microphone is a USB microphone that supports POE
Cascade, enabling a very flexible setting for the huddle and middle conference
room. Since each RM702 is built with an inside mic array and supports blind
beamforming, with the cascade array, they are specifically designed to pick the
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Rocware RM80 Digital

Comparison
with other hands-free
microphone

Size comparison

competing product

Rocware-RMBO

j 24mm Brom

Voice Pickup Range
for Sound Reinforcemet

® Rocware-RME0 competing product

accurate human voices at a long distance and reduce the environmental noises

automatically

6 x MEMS Circular Microphone Array, Built-in 3A Algorithm, 360° Omnidirectional
Pickup, 3m Pickup Range, Sensitivity>8- 38 dBFS, Support Up to 6 PoOE Cascades,

3.5mm Linear and USB Audio Output
https://www.rocware.com/products/rm702-cascade-microphone
https://www.youtube.com/watch?v=aEc6wEG3WuY

Add up to x3 RM702 extension mic (Add BM20 module to cascade up x6 RM702
extension mic with 6x3m mic area) coverage to RC10, RB10, RB20 video bar

range
ROCWARE B20M

Used with RM702, Built-in Audio 3A Algorithm, Host Port: USB-C, Cascading
Interface: DMIC, Support up to 6 Levels of Power over Ethernet Output, Linear

Audio Input/Output: 4 x 4, Control Interface: 100BaseT

ROCWARE RM710T Al-Enhanced Conference Array Microphone

Rocware RM710T Cascade Microphone is a USB microphone that supports POE
Cascade, enabling a very flexible setting for the huddle and middle conference
room. Since each RM702 is built with an inside mic array and supports blind
beamforming, with the cascade array, they are specifically designed to pick the
accurate human voices at a long distance and reduce the environmental noises

automatically

8 x MEMS Circular Ceiling Microphone Array, Built-in 3A Algorithm, 360°
Omnidirectional Pickup, 3m Pickup Range, Sensitivity>8- 35 dBFS, Support Up to 8

PoE Cascades, USB Audio Output

Microphone Array for Sound Rei

Easy setup .
and zero configuration One Microphone
Saves Audio Problems for

e an 80 m* Room.

Sound field effect keeps uniform in 3m
- 8m long voice pickup range

use

IuWMOOE
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nar f rs from RM: icrophon:
The only thing you need to take care of is to loifangs of 3 meters from AM20 microphons

make sure the distance between the microphone
and loudspeakers should be more than 3m.

Install RMBO Microphone close to the platform,

speakers sitting or walking, Voices are reinforcing in
an average volume.And In a range of B8 meters, more
speakers' voices can also clearly reinforce.

and install loudspeakers close to the audience in % : : L
i RMB0 Microphone with long distance voice pickup

the back of the room. Thus you can get a uniform

amplified sound. Audiences in the front won't hear

an overloud voice, and audiences in the back hear

the presenter’s voice clear.

80nd room.

range can satisfy the voice amplification need of an

ROCWARE RM80

nforcement suitable for classroom

Appearance

SPK-OUT:

udio signal output
interface,
output to the speaker

AEC-REF:Reserved

us: ! | Aec-out:

UsBinterfoce
is used to power the
microphone

L...Reserved

2 x MEMS Array Microphone, cardioid pattern, 3m Clear Pickup, Built-in 3A
Algorithm, Support Local Sound Amplification, 3.5mm Line in/Out, USB Power

Supply, Infrared Remote Control Included

https://www.youtube.com/watch?v=NYVMoQnGzuA
https://www.youtube.com/watch?v=JBuRjHD icM
https://www.youtube.com/watch?v=sw-0fOmA7iM




6 Network Application

6.1 SIingle Mode
USB Connection

Auxl-Out usB Use Auxl-Out
Power +Audio Power +Audio
SPK-OUT Micrephone PC PC Microphone SPK-OUT

PoE Connection

PoE PoE @
h— — o Do — —
Power +Audio Power +Audio

Microphone Terminal SPE-OUT SPK-OUT Terminal Microphone

Analog 3.5mm Connection
Aux1-Out Awz-Out Apc-Out Auxl-Out
0— — % % — — 0
Auxz-In
Microphone SPK-OUT
t

. AuxZ-ln Interactive Terminal Interactive Terminal
SPK-OUT Microphone Recording Host Recording Host




ROCWARE RC031

1/2.7" CMOS, 8.31Megapixels, 4KP30, 8x, Digital Zoom, 44°/95°HFOV,
>&eacher/Student>', Support Humanoid Tracking, Smart Director, Handwriting
Extraction, USB 2.0+IP(PoE) Output

https://www.youtube.com/watch?v=0XMtQznlo9Y
https://www.youtube.com/watch?v=cNDHz1 B8C8
https://www.youtube.com/watch?v=VYNaQqcZn9iY

$765

wi/gst



ROCWARE RC051
8.31 Megapixels Close-up, lens with +40° Micro PTZ, 4.68 Megapixels Panorama

Lens, 4KP30/1080P30, Support Humanoid Tracking, Smart Director,handwriting
extraction, USB 3.0+IP(PoE) Output, HDMI input






