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Contactless Exit Button, which uses Capacitance Proximity technology instead of infra Red, since 

Infra Red has a possibility being trigger by the ventilation system close by the door. Contactless 

Exit Button helps to prevent infectious disease among people.

 Match ODM reader design in order to maximize the marketing value at the door

 Flush-with-Wall–After installation, the height of the protruding portion is only 8.5 mm. Beautiful and stylish. 
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Physical Dimension

CONTACTLESS
exit BUTTON
REX4210-e

• Capacitance Proximity Technology has been used instead of Infra-red technology – environmental 

    independent design.

• The difference between the capacitance proximity technology and infra-red technology are as follow:

• When the device is activated, indicator light will change color with an audible tone– very user friendly

• Support up to 5 Remote Controls to trigger the REX remotely

Installation Module Side View Front View

 

Infra-red Technology Capacitance Proximity Technology

Heat effect

Sunlight effect

Color effect

Life Time

Cost effective

Cannot install under the air 

ventilation outlet

Cannot install beside the Window

A piece of white paper can trigger the IR

but has no effect on black color

It depends on the quality of IR diode.

The low cost will attenuate to 0.5 to 1 cm

after a year or two

Low cost

Will not trigger by hot air

Will not trigger by sunlight

No effect on Color

No attenuation

Relatively high
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Specification:

Ordering Information
REX4210-e
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Functional Specification

Request to Exit indication

Request to Exit output

RTE Output (dry contact)

Remote Button (Optional)

Color changes from Blue to Green with a beep

Dry contact output for 1 seconds (NC/NO selectable)

10A/250AC,30VDC

433MHz (315MHz is an option) (Max supports 5 remote buttons at the same time.)
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Technical Specification

Typical Detect Range

Electric Box Requirement

Dimension

Weight

Front Plate material

30 - 50 mm

Fit with UK gang box standard

85(L) X 85(W) X 32.5(H) mm

87g

3mm Reinforced Glass
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Operation Specification

Operating Voltage

Operating Current

Operating Temperature

9 - 15VDC

150mA (Max @ 12Vdc)

-10C-60C

................

................

Case material

Standard Color

Operating Humidity

ABS

Black

10% - 90%
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Singapore

No. 1, UBI View, #03-03, Focus 

ONE Building, Singapore 408555.

Tel : +65- 6841 7242

Fax : +65- 6841 3937

Email : info@entrypass.net

Malaysia

No. 40, Jalan TPP 1/10, Taman 

Industri Puchong, Batu 12 Jalan 

Puchong, 47160 Puchong 

Selangor Darul Ehsan, Malaysia. 

Tel : +603 8068 1929

Fax : +603 8062 6937

Email : info@entrypass.net
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Indonesia

Rukan Puri Mutiara,

Block BF No.17, Jln Griya Utama, 

Sunter Agung, Jakarta Utara, 

14350, Indonesia.

Tel : +62 21 2937 6098

Email : indonesia@entrypass.net 
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